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Leister – Global Leader in Plastics Processing

Experienced engineers, product managers and specialists from ISO-9001-certified Leister in Switzerland 
develop products and systems for plastic welding applications and for generating industrial process heat. 
Based on innovative technologies – including hot air, contact heat, extrusion, and infrared – and our passion 
for customized solutions, we are able to significantly influence our market segment and set high standards 
worldwide.

Leister is characterized by products featuring a wide range 
of technologies for processing plastics and designed for a 
broad spectrum of applications. We develop and produce 
application-specific products, including accessories, for wel-
ding, shrinking, forming, heating and joining plastics in our 
business areas of plastic welding and industrial application.

Plastic Welding
The Leister product range for plastic welding includes hot-air 
hand tools, extruders and welding machines, including com-
prehensive accessories for craftsmen and industry. With over 
75 years of experience, we offer you products and services 
that set standards in your respective areas of expertise.

Industrial Application
Leister offers two technologies for the industrial sector: 
Hot air and infrared. This means that we cover the majori-
ty of industrial process heat and plastic joining applications. 
You will find the right solution for your challenge in our wide 
range of products.
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Global Presence and Customer Proximity

Our worldwide sales and service network, with 130 sales and 
service points for Leister products, ensures presence and 
proximity on all continents.

For decades, we have enjoyed close customer relationships 
through our global presence with eight country subsidia-
ries and our close network of local sales and service part-
ners. Additionally, you can find Leister products in our online 
shops.

Our sales and service partners regularly participate in trai-
ning courses for applications, products and repairs and are 
certified accordingly. This way, we guarantee our customers 
competent service worldwide in accordance with our high 
standards. Modern logistics hubs, as well as equipment and 
spare parts warehouses in all countries with a Leister repre-
sentative, ensure deliveries worldwide.

Find a dealer  
nearby

Headquarters

Leister AG
Galileo-Strasse 10
6056 Kaegiswil 
Switzerland

+41 41 662 75 75
leister@leister.com
leister-group.com

Development & Manufacturing

Leister Technologies AG
Riedstrasse 10
6060 Sarnen 
Switzerland

+41 41 662 74 74
leister@leister.com
leister.com

Leister Companies 
Sales Entities 
Distributors

https://leister.link/835
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Welding Machines

GEOSTAR G7

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 2800 W
Speed 0.8–12 m/min 2.62–39.37 ft/min
Temperature 80–460 °C 176–860 °F
Hot wedge length 130 mm 5.11 in
Hot wedge material Copper
Max. welding pressure 1500 N 337.21 lbf
Max. overlap 150 mm 5.9 in
Welding materials FPO; HDPE; LDPE; LLDPE; PE; PP; TPO
Weldable material thicknesses 1–3 mm 39.37–118.11 mil
LQS No
Length 482 mm 18.97 in
Width 278 mm 10.94 in
Height 269 mm 10.59 in
Weight 18.1 kg 39.9 lb
Approvals CB Certification; CE; UKCA
Protection class I
Country of origin Switzerland

The GEOSTAR G7 hot-wedge welding machine is particular-
ly fast, maintenance-friendly and easy to operate. Optimi-
zed for civil engineering, it welds various geomembranes, 
even on large surfaces, in one step.

Product items

GEOSTAR G7, 230V/2800W, copper test channel, EU plug	 151.035
GEOSTAR G7, 230V/2800W, copper test channel, UK plug	 156.310

Configure 
product

GEOSTAR G7 LQS

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 2800 W
Speed 0.8–12 m/min 2.62–39.37 ft/min
Temperature 80–460 °C 176–860 °F
Hot wedge length 130 mm 5.11 in
Hot wedge material Copper
Max. welding pressure 1500 N 337.21 lbf
Max. overlap 150 mm 5.9 in
Welding materials FPO; HDPE; LDPE; LLDPE; PE; PP; TPO
Weldable material thicknesses 1–3 mm 39.37–118.11 mil
LQS Yes
Length 482 mm 18.97 in
Width 278 mm 10.94 in
Height 269 mm 10.59 in
Weight 18.1 kg 39.9 lb
Approvals CB Certification; CE; UKCA
Protection class I
Country of origin Switzerland

The GEOSTAR G7 LQS: A hot-wedge welding machine that 
reliably welds geosynthetic membranes in civil and landfill 
engineering. Data is recorded, while welding parameters 
are monitored via LQS, GPS and Wi-Fi.

Product items

GEOSTAR G7 LQS, 230V/2800W, copper test channel, EU plug	 155.152

Configure 
product
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Standard profile

Straight profile for higher grip. Useful to maintain DVS tolerances.

For softer materials such as PVC, LDPE, TPO to avoid burnouts

153.777
Tool case

Machine specific accessories

148.489
Heating wedge kit, copper with test channel, 
230V/2500W, GEOSTAR G7

173.777
Zero overlap guide, GEOSTAR

146.204
Prefabrication wagon GEOSTAR

151.847
Cylinder brush, brass ø 15 mm

153.361
Pressure roller 50 mm, traction step 75 mm

153.338
Pressure roller 50 mm

General accessories can be found on page 33.

155.568
Pressure roller 50 mm

170.860
Field kit, GEOSTAR
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GEOSTAR G5

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 2800 W
Speed 0.8–12 m/min 2.62–39.37 ft/min
Temperature 80–460 °C 176–860 °F
Hot wedge length 90 mm 3.54 in
Hot wedge material Copper
Max. welding pressure 1500 N 337.21 lbf
Max. overlap 150 mm 5.9 in
Welding materials FPO; HDPE; LDPE; LLDPE; PE; PP; TPO
Weldable material thicknesses 0.8–3 mm 31.49–118.11 mil
LQS No
Length 482 mm 18.97 in
Width 278 mm 10.94 in
Height 269 mm 10.59 in
Weight 16.8 kg 37.03 lb
Approvals CB Certification; CE; UKCA
Protection class I
Country of origin Switzerland

The fast GEOSTAR G5 automatic welding machine welds 
geomembranes in civil engineering, e.g. in mines and land-
fills. Its sophisticated design allows easy maintenance, clea-
ning and conversion.

Product items

GEOSTAR G5, 230V/2800W, copper test channel, EU plug	 151.683
GEOSTAR G5, 230V/2800W, copper test channel, UK plug	 156.311

Configure 
product

Machine specific accessories

151.684
Heating wedge kit, copper with test channel, 
230V/2500W, GEOSTAR G5

173.777
Zero overlap guide, GEOSTAR

146.204
Prefabrication wagon GEOSTAR

153.361
Pressure roller 50 mm, traction step 75 mm

153.338
Pressure roller 50 mm

General accessories can be found on page 33.

151.847
Cylinder brush, brass ø 15 mm

153.777
Tool case

Standard profile

Straight profile for higher grip. Useful to maintain DVS tolerances.

For softer materials such as PVC, LDPE, TPO to avoid burnouts

155.568
Pressure roller 50 mm

170.860
Field kit, GEOSTAR
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COMET 500

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 2300 W
Speed 0.8–8 m/min 2.62–26.24 ft/min
Temperature 80–460 °C 176–860 °F
Hot wedge length 60 mm 2.36 in
Hot wedge material Copper; Stainless steel
Max. welding pressure 1000 N 224.8 lbf
Max. overlap 125 mm 4.92 in

Welding materials CSPE; FPO; HDPE; LDPE; LLDPE; PE; 
PP; PVC; TPO

Weldable material thicknesses 0.5–3 mm 19.68–118.11 mil
LQS No
Length 325 mm 12.79 in
Width 245 mm 9.64 in
Height 260 mm 10.23 in
Weight 9.2 kg 20.28 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The COMET 500 hot-wedge welding machine is compact 
and easy to transport. It is particularly suitable for welding 
of thick and thin geomembranes made of PE, HDPE and 
LDPE in civil engineering.

Product items

COMET 500, 230V/2300W, copper 60x50mm test channel, CEE 3/16	 170.562
COMET 500, 230V/2300W, steel 60x50mm test channel, CEE 3/16	 170.563
COMET 500, 230V/2300W, steel 60x50mm, CEE 3/16	 170.565

Configure 
product

COMET 700

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1700–2300 W
Speed 0.8–8 m/min 2.62–26.24 ft/min
Temperature 80–460 °C 176–860 °F
Hot wedge length 60–90 mm 2.36–3.54 in
Hot wedge material Copper; Stainless steel
Max. welding pressure 1000 N 224.8 lbf
Max. overlap 125 mm 4.92 in

Welding materials CSPE; FPO; HDPE; LDPE; LLDPE; PE; 
PP; PVC; TPO

Weldable material thicknesses 0.5–3 mm 19.68–118.11 mil
LQS Yes
Length 325 mm 12.79 in
Width 245 mm 9.64 in
Height 260 mm 10.23 in
Weight 9.4 kg 20.72 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The geo-welding machine, COMET 700, is equipped with 
Wi-Fi, GPS and the Leister-Quality-System (LQS) for quality 
documentation. It welds thick and thin geo-membranes re-
liably and efficiently to deliver ultimate user-satisfaction.

Product items

COMET 700, 120V/1700W, copper 60x50mm test channel, CEE 3/16	 168.248
COMET 700, 230V/2300W, copper 90x50mm test channel, EU plug	 168.644
COMET 700, 230V/2300W, copper 60x50mm test channel, EU plug	 168.648
COMET 700, 120V/1700W, steel 60x50mm, CEE 3/16	 168.653
COMET 700, 230V/2300W, copper 90x50mm test channel, CEE 3/16	 168.656
COMET 700, 230V/2300W, steel 90x50mm test channel, CEE 3/16	 168.657
COMET 700, 230V/2300W, steel 90x50mm, CEE 3/16	 168.660
COMET 700, 230V/2300W, copper 60x50mm test channel, CEE 3/16	 168.662
COMET 700, 230V/2300W, steel 60x50mm, CEE 3/16	 168.665

Configure 
product

Weldable material thicknesses: The weldable material thickness depends on 
the material type and its properties.

Weldable material thicknesses: The weldable material thickness depends on 
the material type and its properties.

12

https://www.leister.com/p/144443/pdw
https://www.leister.com/p/144443/pdw
https://www.leister.com/p/144442/pdw
https://www.leister.com/p/144442/pdw


All accessories can be found on page 32.

162.760
Tool case

Machine specific accessories

173.340
Zero overlap guide, COMET 700/500, TWINNY T7/
T5

159.135
Guide bar complete COMET 700/500, TWINNY 
T7/T5

172.927
Indoor kit, TWINNY T7/T5, COMET 700/500

172.929
Field kit, TWINNY T7/T5, COMET 700/500

172.409
Drive roller extension

100.327
Pressure roller 50 mm

100.329
Pressure roller 50 mm

177.654
Pressure roller 50 mm

Standard profile

Less profile für softer materials such as PVC, LDPE, TPO

For soft materials ≤1.0 mm such as PVC, TPO. Maximum allowable pressure 
500 N.
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TWINNY T7

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3450 W
Speed 0.8–8 m/min 2.62–26.24 ft/min
Temperature 100–560 °C 212–1040 °F
Max. welding pressure 1000 N 224.8 lbf
Max. overlap 125 mm 4.92 in

Welding materials CSPE; EPDM; FPO; HDPE; LDPE; 
LLDPE; PP; PVC; TPO

Weldable material thicknesses 0.3–3 mm 11.81–118.11 mil
LQS Yes
Brushless blower motor Yes
Length 350 mm 13.77 in
Width 360 mm 14.17 in
Height 260 mm 10.23 in
Weight 10.5 kg 23.14 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The TWINNY T7 automatic welder with combi-wedge is the 
new edition to the well-rounded TWINNY T and is ideal for 
welding thick and thin geomembranes on rough/uneven 
subsurfaces.

Product items

TWINNY T7, 230V/3450W, combi-wedge long test channel, EU plug	 164.197
TWINNY T7, 230V/3450W, combi-wedge long test channel, CEE 3/16	 164.198
TWINNY T7, 230V/3450W, combi-wedge short test channel, EU plug	 164.214
TWINNY T7, 230V/3450W, combi-wedge short test channel, CEE 3/16	 164.215
TWINNY T7, 230V/3450W, combi-wedge long, EU plug	 164.216
TWINNY T7, 230V/3450W, combi-wedge long, CEE 3/16	 164.217
TWINNY T7, 230V/3450W, combi-wedge short, EU plug	 164.218
TWINNY T7, 230V/3450W, combi-wedge short, CEE 3/16	 164.219
TWINNY T7, 230V/3450W, combi-wedge short, silicone, EU plug	 164.220

Configure 
product

TWINNY T5

Technical data

Voltage 120–230 V
Frequency 50/60 Hz
Power 1800–3450 W
Speed 0.8–8 m/min 2.62–26.24 ft/min
Temperature 100–560 °C 212–1040 °F
Max. welding pressure 1000 N 224.8 lbf
Max. overlap 125 mm 4.92 in

Welding materials CSPE; EPDM; FPO; HDPE; LDPE; 
LLDPE; PP; PVC; TPO

Weldable material thicknesses 0.3–3 mm 11.81–118.11 mil
LQS No
Brushless blower motor No
Length 350 mm 13.77 in
Width 360 mm 14.17 in
Height 260 mm 10.23 in
Weight 9.9 kg 21.82 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The TWINNY T5 automatic welder makes plastic welding 
easy and practical, whether it’s welding thick or thin geo-
membranes in civil engineering, swimming pool construc-
tion, mine construction, landfill engineering or fish farm 
tanks.

Product items

TWINNY T5, 230V/3450W, combi-wedge long test channel, EU plug	 164.222
TWINNY T5, 230V/3450W, combi-wedge long test channel, CEE 3/16	 164.223
TWINNY T5, 230V/3450W, combi-wedge short test channel, EU plug	 164.224
TWINNY T5, 230V/3450W, combi-wedge short test channel, CEE 3/16	 164.225
TWINNY T5, 230V/3450W, combi-wedge long, EU plug	 164.226
TWINNY T5, 230V/3450W, combi-wedge short, EU plug	 164.228
TWINNY T5, 230V/3450W, combi-wedge short, CEE 3/16	 164.229
TWINNY T5, 120V/1800W, combi-wedge short test channel, CEE 3/16	 164.232
TWINNY T5, 120V/1800W, combi-wedge short, CEE 3/16	 164.233

Configure 
product

Weldable material thicknesses: The weldable material thickness depends on 
the material type and its properties.

Weldable material thicknesses: The weldable material thickness depends on 
the material type and its properties.
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172.409
Drive roller extension

All accessories can be found on page 32.

Machine specific accessories

Spare parts

155.629
Combi-wedge long, 50mm with test channel, 
TWINNY T5/T7 230V

155.630
Combi-wedge long, 50mm without test channel, 
TWINNY T5/T7 230V

155.634
Combi-wedge short, 50mm with test channel, 
TWINNY T5/T7 230V

155.637
Combi-wedge short, 50mm without test channel, 
TWINNY T5/T7 230V

173.340
Zero overlap guide, COMET 700/500, TWINNY T7/
T5

159.135
Guide bar complete COMET 700/500, TWINNY 
T7/T5

155.473
Heating element, 230V/3300W

145.580
Heating element, 120V/1700W

172.927
Indoor kit, TWINNY T7/T5, COMET 700/500

172.929
Field kit, TWINNY T7/T5, COMET 700/500
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177.654
Pressure roller 50 mm

TWINNY S

Technical data

Voltage 120–230 V
Frequency 50/60 Hz
Power 1900–2900 W
Speed 0.2–4 m/min 0.65–13.12 ft/min
Temperature 20–600 °C 68–1112 °F
Max. welding pressure 1000 N 224.8 lbf
Max. overlap 125 mm 4.92 in

Welding materials CSPE; EPDM; FPO; HDPE; LDPE; 
LLDPE; PP; PVC; TPO

Weldable material thicknesses 0.3–3 mm 11.81–118.11 mil
LQS No
Brushless blower motor No
Length 350 mm 13.77 in
Width 390 mm 15.35 in
Height 270 mm 10.62 in
Weight 6.9 kg 15.21 lb
Approvals CE; UKCA
Protection class II
Country of origin Switzerland

The welding machine TWINNY S with combination wedge is 
designed in particular for overhead welding in tunnel cons-
truction. In the process, it welds thin geomembranes made 
of PVC, HDPE and LDPE very reliably and safe.

Product items

TWINNY S, 120V/1900W, combi-wedge short, 144:1, UK plug	 119.016
TWINNY S, 230V/2900W, combi-wedge short, 144:1, EU plug	 119.024
TWINNY S, 230V/2900W, combi-wedge long, 256:1, EU plug	 119.031
TWINNY S, 120V/1900W, combi-wedge long, 256:1, w/o plug	 119.039
TWINNY S, 230V/2900W, combi-wedge long, 256:1, CEE 3/16	 128.778

Configure 
product

Machine specific accessories

112.974
Cross handle COMET, TWINNY S/T

100.517
Combi-wedge short, 50mm with test channel, 
TWINNY S/T

100.518
Combi-wedge short, 50mm without test channel, 
TWINNY S/T

100.525
Combi-wedge long, 50mm with test channel, 
TWINNY S/T

100.526
Combi-wedge long, 50mm without test channel, 
TWINNY S/T

126.448
Tool case

100.327
Pressure roller 50 mm

100.329
Pressure roller 50 mm

Standard profile

Less profile für softer materials such as PVC, LDPE, TPO

For soft materials ≤1.0 mm such as PVC, TPO. Maximum allowable pressure 
500 N.

Weldable material thicknesses: The weldable material thickness depends on 
the material type and its properties.

All accessories can be found on page 32.
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Nozzles

164.403
Overlap welding nozzle 40 mm

Machine specific accessories

163.357
Pressure roller 40 mm

159.911
Pressure roller hub

Spare parts

161.156
Silicone rubber roller ø 22/36 x 49 mm, 50 Shore A

145.582
Heating element, 230V/2200W

165.176
Heating element, 120V/2100W

165.179
Heating element, 100V/1600W

General accessories can be found on page 33.

164.586
Overlap welding nozzle 15 mm

163.930
Pressure roller 15 mm

UNIDRIVE 500

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–2300 W
Speed 0.7–4.5 m/min 2.29–14.76 ft/min
Temperature 100–580 °C 212–1076 °F
Air volume adjustable Yes
Welding nozzle / seam width 15–40 mm 0.59–1.57 in

Welding materials ECB; EPDM; EVA; FPO; PIB; PO; PU; 
PVC; TPE; TPO; TPU

LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor Yes
Reversable drive Yes
Length 275 mm 10.82 in
Width 173 mm 6.81 in
Height 297 mm 11.69 in
Weight 4.5 kg 9.92 lb
Power cable length 3 m 9.84 ft
Approvals CB Certification; CE; UKCA
Protection class I
Country of origin Switzerland

UNIDRIVE 500 semi-automatic welding machine combines 
manual and automatic welding in a handy plastic welding 
device. Developed for small roofs, skylight welding, roof 
connections and small terraces.

Product items

UNIDRIVE 500, 230V/2300W, 40mm, EU plug	 163.144
UNIDRIVE 500, 230V/2300W, 40mm, CH plug	 163.145
UNIDRIVE 500, 230V/2300W, 40mm, CEE 3/16	 163.146
UNIDRIVE 500, 120V/1800W, 40mm, US plug	 163.147
UNIDRIVE 500, 120V/1800W, 40mm, CEE 3/16	 163.148
UNIDRIVE 500, 100V/1500W, 40mm, JP plug	 163.149
UNIDRIVE 500, 230V/2300W, 30mm, EU plug	 163.150
UNIDRIVE 500, 230V/2300W, 40mm steel rollers, CEE 3/16	 163.151
UNIDRIVE 500, 230V/2300W, 15mm steel rollers, CEE 3/16	 163.152

Configure 
product
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Extrusion Welders

FUSION 3C

Technical data

Voltage 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 3000–3200 W

Welding rod ø 3–4 mm / 0.12–0.16 in; ø 4–5 mm / 
0.16–0.2 in

Material output ø 3 mm 2–2.5 kg/h 4.4–5.51 lb/h
Material output ø 4 mm 2.1–3.6 kg/h 4.62–7.93 lb/h
Material output ø 5 mm 2.7–3.6 kg/h 5.95–7.93 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Air heated
Air temperature control Open loop
LQS No
Display No
Brushless blower motor No
Brushless drive motor No
LED Working light No
Length 588 mm 23.14 in
Width 98 mm 3.85 in
Height 225 mm 8.85 in
Weight 6.9 kg 15.21 lb
Power cable length 3–5 m 9.84–16.4 ft
Noise emission level 86 dB (A)
Approvals CB Certification; CE; KC
Protection class II
Country of origin Switzerland

The FUSION 3C extruder is compact, robust and agile. 
Thanks to these design elements and its high performance, 
it easily welds tanks and containers made of PE and PP.

Product items

FUSION 3C, 230V/3200W, ø3/4mm, EU plug	 123.866
FUSION 3C, 230V/3200W, ø3/4mm, CEE 3/16	 140.028
FUSION 3C, 230V/3200W, ø4/5mm, CEE 3/16	 143.837
FUSION 3C, 230V/3200W, ø4/5mm, EU plug	 144.826
FUSION 3C, 220V/3000W, ø3/4mm, KR plug	 166.365
FUSION 3C, 230V/3200W, ø3/4mm, w/o shoe, CEE 3/16	 173.794
FUSION 3C, 230V/3200W, ø3/4mm, CH plug	 176.838
FUSION 3C, 230V/3200W, ø3/4mm, w/o shoe, w/o plug	 179.195

Configure 
product

FUSION 3

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3500 W

Welding rod ø 3–4 mm / 0.12–0.16 in; ø 4–5 mm / 
0.16–0.2 in

Max. material output 3.6 kg/h 7.93 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Air heated
Air temperature control Open loop
LQS No
Display No
Brushless blower motor No
Brushless drive motor No
LED Working light No
Length 670 mm 26.37 in
Width 90 mm 3.54 in
Height 180 mm 7.08 in
Weight 7.2 kg 15.87 lb
Power cable length 5 m 16.4 ft
Noise emission level 86 dB (A)
Approvals CB Certification; CE; UKCA
Protection class II
Country of origin Switzerland

The FUSION 3 extruder stands out with its slim design 
and enables convenient, ergonomic welding of PE and 
PP with high output volume. Well-suited for underground 
engineering.

Product items

FUSION 3, 230V/3500W, ø3/4mm, EU plug	 118.300
FUSION 3, 230V/3500W, ø3/4mm, CEE 3/16	 140.020
FUSION 3, 230V/3500W, ø4/5mm, CEE 3/16	 143.835
FUSION 3, 230V/3500W, ø4/5mm, EU plug	 144.615

Configure 
product
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149.421
Insulating cuff FUSION 3

Spare parts

Machine specific accessories

145.896
Welding shoe UBL25 IA

145.947
Welding shoe UBL30 IA

145.897
Welding shoe UBL35 IA

145.812
Welding shoe K15 IA

149.420
Insulating cuff FUSION 3C

General accessories can be found on page 33.

123.561
Heating element, 230V/1750W
FUSION 3C

113.268
Heating element, 230V/1100+1100W
FUSION 3
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109.984
Heating element, 230V/1100+1100W

Spare parts

WELDPLAST S2

Technical data

Voltage 200 V; 230 V
Frequency 50/60 Hz
Power 2400–3000 W
Welding rod ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.6–1.3 kg/h 1.32–2.86 lb/h
Material output ø 4 mm 1–2 kg/h 2.2–4.4 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light No
Length 450 mm 17.71 in
Width 98 mm 3.85 in
Height 260 mm 10.23 in
Weight 5.8 kg 12.78 lb
Power cable length 3–5 m 9.84–16.4 ft
Noise emission level 78 dB (A)
Approvals CE; KC
Protection class I
Country of origin Switzerland

The WELDPLAST S2 extruder processes materials such as 
HDPE and PP at a high output volume. Thanks to its design, 
this extruder is particularly nimble when deployed and faci-
litates versatile, safe plastic welding.

Product items

WELDPLAST S2, 230V/3000W, EU plug	 127.215
WELDPLAST S2, 230V/3000W, CN plug	 140.707
WELDPLAST S2, 200V/2400W, w/o plug	 146.341
WELDPLAST S2, 230V/3000W, CEE 3/16	 156.131
WELDPLAST S2, 230V/3000W, CH plug	 176.839

Configure 
product

Machine specific accessories

145.896
Welding shoe UBL25 IA

145.944
Welding shoe K8/K10 IA

145.812
Welding shoe K15 IA

154.002
Insulating cuff WELDPLAST S1/S2

General accessories can be found on page 33.

20

https://www.leister.com/p/14329/pdw
https://www.leister.com/p/14329/pdw


173.307
Guide handle

177.950
Guide handle long

145.606
Heating element, 230V/3300W

Spare parts

Machine specific accessories

146.241
Welding shoe UBL 25 EA

146.706
Welding shoe UBL 30 EA

146.242
Welding shoe UBL 35 EA

145.899
Welding shoe UBL 40 EA

146.232
Welding shoe K20 EA

146.233
Welding shoe K25 EA

WELDPLAST 605

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3680 W
Welding rod ø 4–5 mm / 0.16–0.2 in
Material output ø 4 mm 3.9–4.8 kg/h 8.59–10.58 lb/h
Material output ø 5 mm 4.9–6 kg/h 10.8–13.22 lb/h
Welding materials HDPE; LDPE; LLDPE
Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS Yes
Display Yes
Brushless blower motor Yes
Brushless drive motor Yes
LED Working light Yes
Length 809 mm 31.85 in
Width 140 mm 5.51 in
Height 273 mm 10.74 in
Weight 12.2 kg 26.89 lb
Power cable length 5 m 16.4 ft
Noise emission level < 70 dB(A)
Approvals CE
Protection class I
Country of origin Switzerland

The WELDPLAST 605 with LQS is a powerful extruder with 
particularly high output and is suitable for welding geo-
membranes made of PE – even in large-scale civil enginee-
ring projects.

Product items

WELDPLAST 605, 230V/3680W, w/o shoe, CEE 3/16	 174.422

Configure 
product

170.495
Insulating cuff WELDPLAST 600/605

General accessories can be found on page 33.

21

https://www.leister.com/p/121630/pdw
https://www.leister.com/p/121630/pdw


TRIAC AT

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–1600 W
Temperature 40–620 °C 104–1148 °F
Temperature setting stepless Yes
Airflow (20°C) 120–240 l/min 4.23–8.47 cfm
Stepless air volume adjustment Yes
Static pressure 3000 Pa 0.43 psi
Eco-Mode Yes
Display Yes
e-Drive Yes
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 335 mm 13.18 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 1.02 kg 2.24 lb
Power cable length 3 m 9.84 ft
Noise emission level 67 dB (A)
Approvals CE; KC; S+; cULus
Protection class II
Country of origin Switzerland

The TRIAC AT heat gun is designed to weld and mold plas-
tic. The temperature and air quantity can be set separately 
by means of its e-Drive control unit.

Product items

TRIAC AT, 230V/1600W, EU plug	 141.314
TRIAC AT, 120V/1600W, US plug	 141.316
TRIAC AT, 100V/1500W, JP plug	 141.317
TRIAC AT, 120V/1600W, CEE 3/16	 141.319
TRIAC AT, 230V/1600W, UK plug	 141.320
TRIAC AT, 230V/1600W, AU plug	 141.321
TRIAC AT, 230V/1600W, CH plug	 141.322
TRIAC AT, 230V/1600W, CN plug	 141.323
TRIAC AT, 220V/1600W, KR plug	 148.005

Configure 
product

TRIAC ST

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–1600 W
Temperature 40–700 °C 104–1292 °F
Temperature setting stepless Yes
Airflow (20°C) 240 l/min 8.47 cfm
Stepless air volume adjustment No
Static pressure 3000 Pa 0.43 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 338 mm 13.3 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 0.99 kg 2.18 lb
Power cable length 3 m 9.84 ft
Noise emission level 67 dB (A)
Approvals CE; KC; S+; cULus
Protection class II
Country of origin Switzerland

The TRIAC ST is a robust, universally versatile heat gun for 
welding plastic membranes, and shrinking and molding va-
rious thermoplastics.

Product items

TRIAC ST, 230V/1600W, EU plug	 141.227
TRIAC ST, 120V/1600W, US plug	 141.228
TRIAC ST, 100V/1500W, JP plug	 141.230
TRIAC ST, 120V/1600W, CEE 3/16	 141.308
TRIAC ST, 230V/1600W, UK plug	 141.309
TRIAC ST, 230V/1600W, AU plug	 141.310
TRIAC ST, 230V/1600W, CH plug	 141.311
TRIAC ST, 230V/1600W, CN plug	 141.312
TRIAC ST, 220V/1600W, KR plug	 153.891

Configure 
product

Heat Guns
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107.123
Wide slot nozzle (ø 31.5) 20 x 2 mm

107.132
Wide slot nozzle (ø 31.5) 40 x 2 mm

142.717
Heating element, 230V/1550W

142.718
Heating element, 120V/1550W

Spare parts

Nozzles

General accessories can be found on page 33.
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ELECTRON ST

Technical data

Voltage 120 V; 200 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 2300–3400 W
Temperature 40–650 °C 104–1202 °F
Temperature setting stepless Yes
Airflow (20°C) 360 l/min 12.71 cfm
Stepless air volume adjustment No
Static pressure 3400 Pa 0.49 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 50 mm / 2 in
Length 338 mm 13.3 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 1.18 kg 2.6 lb
Power cable length 3 m 9.84 ft
Noise emission level 67 dB (A)
Approvals CE; KC; S+
Protection class II
Country of origin Switzerland

With a power of 3400 Watts, the ELECTRON ST is an espe-
cially strong heat gun. Well-suited for professional welding 
of modified bitumen and thermoplastics with high material 
strength.

Product items

ELECTRON ST, 120V/2400W, US plug	 145.562
ELECTRON ST, 120V/2400W, CEE 3/32	 145.563
ELECTRON ST, 200V/3000W, JP plug	 145.564
ELECTRON ST, 230V/3400W, AU plug	 145.565
ELECTRON ST, 230V/3400W, CN plug	 145.566
ELECTRON ST, 230V/3400W, EU plug	 145.567
ELECTRON ST, 230V/3400W, CEE 3/16	 145.568
ELECTRON ST, 230V/3400W, w/o plug	 145.574
ELECTRON ST, 230V/3400W, CH plug	 146.370
ELECTRON ST, 230V/2300W, EU plug	 149.673
ELECTRON ST, 220V/3400W, KR plug	 154.839

Configure 
product

Nozzles

Machine specific accessories

Spare parts

107.258
Wide slot nozzle (ø 50.0) 70 x 10 mm

107.653
Wide slot nozzle (ø 50.0) 75 x 2 mm

107.270
Wide slot nozzle (ø 50.0) 150 x 12 mm

151.068
Stand ELECTRON ST

145.606
Heating element, 230V/3300W

149.675
Heating element, 230V/2200W

145.604
Heating element, 120V/2300W

General accessories can be found on page 33.

24

https://www.leister.com/p/14225/pdw
https://www.leister.com/p/14225/pdw


The Overlap welding kit is only available in Austria, Belgium, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Hungary, Italy, Netherlands, 
Norway, Poland, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and 
United States.

NEXHEAT 300 A-LP

Technical data

Voltage battery 18 V
Battery capacity 144 Wh
Power 600 W
Temperature 50–500 °C 122–932 °F
Temperature setting stepless No
Airflow (20°C) 50–150 l/min 1.76–5.29 cfm
Stepless air volume adjustment No
Eco-Mode No
Display Yes
e-Drive Yes
Outdoor use Yes
Battery operation Yes
Battery included No
Nozzle connection ø 36.5 mm / 1.45 in
Length 178 mm 7 in
Width 72 mm 2.83 in
Handle diameter 33 mm 1.29 in
Noise emission level < 67 dB (A)
Approvals CE
Country of origin Switzerland

The NEXHEAT 300 A-LP Cordless Heating Blower with ad-
justable temperature (50–500 °C/122–932 °F) and air volu-
me is ideal for repairs and detailed work. Mobile and batte-
ry-powered – perfect for construction and industry.

Product items

NEXHEAT 300 A-LP, 18V/600W, EU	 179.254
NEXHEAT 300 A-LP, 18V/600W, US	 179.256

Configure 
product

NEXHEAT 300 A-LP 
Overlap welding kit

Technical data

Temperature 50–500 °C 122–932 °F
Temperature setting stepless No
Airflow (20°C) 50–150 l/min 1.76–5.29 cfm
Stepless air volume adjustment No
Eco-Mode No
Display Yes
e-Drive Yes
Outdoor use Yes
Battery operation Yes
Nozzle connection ø 36.5 mm / 1.45 in
Length 178 mm 7 in
Width 72 mm 2.83 in
Handle diameter 33 mm 1.29 in
Noise emission level < 67 dB (A)
Approvals CE
Country of origin Switzerland

The NEXHEAT 300 A-LP battery hot-air blower in the kit of-
fers 50–500 °C (122–932 °F) adjustable temperature, five air 
levels and wireless freedom. Ideal for plastic welding – mo-
bile, efficient and perfect for industry and construction site.

Product items

NEXHEAT 300 A-LP, 18V/600W, Overlap welding kit, EU/CH plug	 179.255
NEXHEAT 300 A-LP, 18V/600W, Overlap welding kit, US plug	 179.257

Configure 
product
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Testing Instruments

EXAMO 300F USB

Technical data

Voltage 100 V; 120 V; 230 V
Power 200 W
Tensile force 4000 N 899.23 lbf
Max. test length 300 mm 11.81 in
Max. sample width 40 mm 1.57 in
Max. sample thickness 4 mm 0.15 in
Crosshead speed 20–550 mm/min 0.78–21.65 in/min
Length 750 mm 29.52 in
Width 270 mm 10.62 in
Height 190 mm 7.48 in
Weight 14 kg 30.86 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The EXAMO 300F USB is the ideal testing device to check 
welded membrane seams for peel adhesion, tensile 
strength and shear strength – tested and proven worldwide.

Product items

EXAMO 300F USB, 230V/200W, EU plug	 139.059
EXAMO 300F USB, 120V/200W, w/o plug	 139.062
EXAMO 300F USB, 100V/200W, w/o plug	 139.064
EXAMO 300F USB, 230V/200W, UK plug	 156.308
EXAMO 300F USB, 230V/200W, w/o cable	 177.341

Configure 
product

EXAMO 600F USB

Technical data

Voltage 100 V; 120 V; 230 V
Power 200 W
Tensile force 4000 N 899.23 lbf
Max. test length 600 mm 23.62 in
Max. sample width 40 mm 1.57 in
Max. sample thickness 4 mm 0.15 in
Crosshead speed 20–550 mm/min 0.78–21.65 in/min
Length 1050 mm 41.33 in
Width 270 mm 10.62 in
Height 190 mm 7.48 in
Weight 17.5 kg 38.58 lb
Approvals CE; UKCA
Protection class I
Country of origin Switzerland

The EXAMO 600F USB is the ideal testing device to check 
the weld seam of highly elastic membranes with regard to 
their peel adhesion, tensile strength and shear strength. 
Tested and proven worldwide.

Product items

EXAMO 600F USB, 230V/200W, EU plug	 139.060
EXAMO 600F USB, 120V/200W, w/o plug	 139.063
EXAMO 600F USB, 100V/200W, w/o plug	 139.065
EXAMO 600F USB, 230V/200W, UK plug	 156.309
EXAMO 600F USB, 230V/200W, w/o cable	 178.350

Configure 
product
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EXAMO 100

Technical data

Max. test length 100 mm 3.93 in
Max. sample width 25 mm 0.98 in
Max. sample thickness 3 mm 0.11 in
Length 283 mm 11.14 in
Width 50 mm 1.96 in
Height 73 mm 2.87 in
Weight 1.4 kg 3.08 lb
Approvals CE; UKCA
Country of origin Switzerland

The EXAMO 100 tensile tester tests the weld seam quality 
of geomembranes. Advantages: tool-free clamping of the 
specimens, constant tensile speed as well as effortless pul-
ling of the specimens with the cordless screwdriver.

Product items

EXAMO 100	 170.539

Configure 
product

COUPON CUTTER 500

Technical data

Sample width 15–25 mm 0.59–0.98 in
Sample length 150 mm 5.9 in
Max. sample thickness 3 mm 0.11 in
Weight 15 kg 33.06 lb
Country of origin Switzerland

The COUPON CUTTER 500 is ideal for punching test strips. 
As preparation for tensile testing of geomembrane weld 
seams, this indestructible, manual tool is essential for every 
landfill and tunnel construction site.

Product items

COUPON CUTTER 500	 161.540

Configure 
product
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VACUUM PLATE 300

Technical data

Voltage 120 V; 230 V
Voltage 120–240 V
Frequency 50/60 Hz
Power 1100 W
Max. vacuum 0.17 bar 2.46 psi
Manometer scale bar, inHg
Length 750 mm 29.52 in
Width 250 mm 9.84 in
Height 200 mm 7.87 in
Weight 7.7 kg 16.97 lb

Plug CEE blue, 3 poles, 16A; EU, 3 poles, 
16A; US, 2 poles, 15A, polarized

Power cable length 3 m 9.84 ft
Approvals CE
Protection class II
Country of origin Switzerland

The VACUUM PLATE 300 enables leak detection in geo-
membranes and roofing membranes in their respective ap-
plications. Thanks to its flexibility, it easily adapts to uneven 
surfaces.

Product items

VACUUM PLATE 300, 120V/1100W, US plug	 169.579
VACUUM PLATE 300, 230V/1100W, EU plug	 169.580
VACUUM PLATE 300, 230V/1100W, CEE 3/16	 172.402

Configure 
product

VACUUM BOX

Technical data

Max. vacuum 0.5 bar 7.25 psi
Manometer scale bar, inHg
Length 830 mm 32.67 in
Width 320 mm 12.59 in
Height 150 mm 5.9 in
Weight 3.8 kg 8.37 lb
Country of origin Switzerland

With the VACUUM BOX, plastic welding seams are easily 
checked to ensure they are leak-proof. It consists of trans-
parent, impact-resistant plastic, has a durable seal and is 
ideal for geo applications.

Product items

VACUUM BOX, 830x320mm	 152.981

Configure 
product
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VACUUM BELL

Technical data

Max. vacuum 0.5 bar 7.25 psi
Manometer scale bar, inHg
Length 320 mm 12.59 in
Width 320 mm 12.59 in
Height 150 mm 5.9 in
Weight 1.5 kg 3.3 lb
Country of origin Switzerland

VACUUM BELL is a practical, plastic vacuum bell. It is espe-
cially used in landfill engineering and tunnel construction to 
ensure overlap welding seams are leak-proof.

Product items

VACUUM BELL, 320x320mm	 153.026

Configure 
product

VACUUM PUMP

Technical data

Voltage 120 V; 230 V
Voltage 120–230 V
Frequency 50/60 Hz
Power 340 W
Max. vacuum 0.5 bar 7.25 psi
Length 545 mm 21.45 in
Width 195 mm 7.67 in
Height 142 mm 5.59 in
Weight 9.9 kg 21.82 lb
Plug EU, 3 poles, 16A; without plug
Power cable length 3 m 9.84 ft
Approvals CE
Protection class I
Country of origin Switzerland

When paired with the BOX or BELL, the convenient  
VACUUM PUMP creates the necessary vacuum to optimize 
the quality testing process.

Product items

VACUUM PUMP, 230V/340W, EU plug	 153.024
VACUUM PUMP, 120V/340W, w/o plug	 153.025

Configure 
product
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Leak tester

Technical data

Pressure 0–6 bar 0–87.02 psi
Manometer scale bar, psi; psi, kPa
Length 250 mm 9.84 in
Weight 0.575 kg 1.26 lb
Approvals CE; UKCA
Country of origin Switzerland

The Leak tester is a reliable compressed air testing device 
for checking the tightness of overlap seams with test chan-
nel. Developed for quality assurance of weld seams in civil 
engineering, tunnels and landfill sites.

Product items

Leak tester, 0-6bar, straight needle	 142.475
Leak tester, 0-6bar, tapered needle	 150.720
Leak tester, 0-60psi, tapered needle	 158.374

Configure 
product

Machine specific accessories

142.570
Tool case

150.142
Spare needle, tapered

142.569
Spare needle, straight

General accessories can be found on page 33.
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Machine specific accessoriesTemperature measuring 
device

Technical data

Brand Leister
Temperature -65–1200 °C -85–2192 °F
Accuracy ±0.1%
Temperature sensor Type K
Length 54 mm 2.12 in
Width 28 mm 1.1 in
Height 108 mm 4.25 in
Weight 0.12 kg 0.26 lb
Country of origin Germany

The temperature gauge is ideal for the construction site. 
It allows fast, precise measurements (3/s) between –65 to 
1200 °C. Compatible with type K probes, it is suitable for 
calibration of extruders and heat guns.

Product items

Temperature measuring device G1200	 136.961

Configure 
product

136.962
Insertion probe type K, ø 3 × 100 mm

136.963
Insertion probe type K, ø 1.5 × 100 mm

106.956
Thermocouple type K, ø 1.5 × 160 mm, with 
connector

142.570
Tool case

General accessories can be found on page 33.
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Accessories
Accessories Welding Machines

Machine specific accessories

100.327
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

100.328
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

100.329
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

100.330
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

176.169
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

177.654
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

153.361
Pressure roller 50 mm, traction step 75 mm
GEOSTAR G5, GEOSTAR G7, GEOSTAR G7 LQS

153.338
Pressure roller 50 mm
GEOSTAR G5, GEOSTAR G7, GEOSTAR G7 LQS

153.359
Pressure roller 50 mm
GEOSTAR G5, GEOSTAR G7, GEOSTAR G7 LQS

155.568
Pressure roller 50 mm
GEOSTAR G5, GEOSTAR G7, GEOSTAR G7 LQS

108.185
Jaws for EXAMO 300/600 for geotextiles
EXAMO 300F USB, EXAMO 600F USB

144.416
USB memory stick, 16 GB
EXAMO 300F USB, EXAMO 600F USB

164.854
Spare blade set
COUPON CUTTER 500

160.576
PE cutting plate
COUPON CUTTER 500

Standard profile

Straight profile for higher grip. Useful to maintain DVS tolerances.

For softer materials such as PVC, LDPE, TPO to avoid burnouts

For soft materials ≤1.0 mm such as PVC, TPO. Maximum allowable pressure 
500 N.

Less profile für softer materials such as PVC, LDPE, TPO

168.308
Pressure roller 50 mm
COMET 500, COMET 700, TWINNY S, TWINNY T5, 
TWINNY T7

Extra rough profile for HDPE in slippery conditions
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Further Accessories

General accessories

163.140
Membrane puller

137.855
Utility Knife

157.544
Utility scissors, 260 mm/10.2 in

172.483
Seam weld tester multitool

140.160
Pressure roller 40 mm, silicone

140.161
Pressure roller 28 mm, silicone

106.976
Pressure roller 28 mm, PTFE

116.798
Wire brush, brass

151.847
Cylinder brush, brass ø 15 mm

160.353
Cable reel 25 m (PUR), 5 x 2.5 mm², CEE 400V/16A; 
2xEU 3/16, 1xCEE 5/16

161.207
Cable reel 25 m (PUR), 5 x 2.5 mm², CEE 400V/16A; 
2xFR,BE,CZ,PL Type E, 1xCEE 5/16

164.048
Cable roll 45 m (PUR), 3 x 2.5 mm², EU 230V/16A; 
4xEU 3/16

159.239
Extension cable 15 m (PUR), 3 x 2.5 mm², EU 
230V/16A

160.015
Extension cable 15 m (PUR), 5 x 2.5mm², CEE 
400V/16A
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Legal Notices
Contents
We endeavor to ensure all information is correct, up-to-date 
and complete while carefully preparing the contents of this 
brochure. We cannot assume any liability for the information 
offered. We reserve the right to change or update all informa-
tion provided at any time without further notice.

Copyright/Industrial Property Rights
Texts, images, graphics and their arrangement are subject to 
copyright protection and other protective laws. The repro-
duction, modification, transfer or publication of part or all of 
the contents of this brochure is prohibited in any form, except 
for private, non-commercial purposes.

All marks contained in this brochure (protected trademarks, 
such as logos and business designations) are the property of 
Leister AG, Leister Brands AG or third parties and may not be 
used, copied or distributed without prior written consent.

Modifications
Modifications can be made at any time.

© Leister AG 
Galileo-Strasse 10 
6056 Kaegiswil 
Switzerland

+41 41 662 74 74 
leister@leister.com 
leister.com
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